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. Géosynthétiques : Certifications et qualification
Asqual.
Geosynthetic clay liners: Asqual certifications
and qualification.

R.Biguet
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. Masque drainant du Boulevardpériphérique
nord-ouest de l'agglomération tourangelle (37).

Draining facinfj membrane for the north-western
ring road of the urban area of Tours.

P. Lefèvre

. Étanchéité de fossés autoroutiers par
géomembranes structurées, sur l'A28
et l'A85.

J.-L. Meusy. Industrielle- XavierBertrand
France

-Saint-Georges
60942220

nd@rpi.fr
. Confortement d'un glissement

de terrain important par la technique
du pneu-sol.

Th. Dubreucq, N. Pelas

. Aménagement du périphérique nord
de Montpellier.

L.Chalot
'attache. pour l'information de ses
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cie 425).

. Solutions géosynthétiques
d'encapsulagede déchets au centre de
stockageTFAAndrade Soulaines-Ohuys.

Th. Larcher, P. Brochier

. Rôle d'un géosynthétique bentonitique
(GSB) en renforcement de barrière
active de l'ISONOd'Attainville (95).

G. Didier, A. Cou radin, L. Chalot, M. Deburaux,

Fr. Le Magourou

3

Waterproofing of motorway ditches 30
with structured geomembrane barriers,
on the A28 and A85 motorways.

Consolidation of a major landslide
by the tyra-soif technique.

32

~

1

Development of the Montpellier
northern ring road.

35

Geosynthetic waste encapsulation 36
solutions at Andra's Sou laines-Dhuys
storage centre for very-Iow-Ievel wastes.

Role of a bentonite geosynthetic 4 1
clay liner in reinforcing the active barrier
of the Attainville non-hazardous waste
storage facility.
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